
SWITCHGEAR FIBERGLASS BOX PAD
FOR SERIES 52F, 53F AND 64F SWITCHES

UNDERGROUND STRUCTURES 
STANDARDS UGS-661Issued: 9/07 Rev:  2

__
__

__
__

__
__

__
AP

PR
O

VA
L:

D
AT

E:
__

__
__

__
__

__
__

__
__

__
__

_
R

EV
IS

IO
N

:
D

A
TE

:
 A

D
D

ED
 T

E
LE

M
ET

R
Y 

C
O

N
D

U
IT

Page 1 of 2

R
ev

is
io

n
text

8/
28

/0
7

D
av

e R
ed

di
ng

9/
10

/0
7



SWITCHGEAR FIBERGLASS BOX PAD
FOR SERIES 52F, 53F AND 64F SWITCHES

UNDERGROUND STRUCTURES 
STANDARDS Issued:  4/08 Rev:  2
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Notes:

1.  See UGS-011 for box pad requirements.
2.  Barrier posts are required per UGS-290.
3.  Refer to UGS-225 for ground rod installation.
4.  Conduit sweeps shall be encased with concrete per UGS-125 and UGS-015 mix #4003.
5.  Contractor shall provide temporary 2"x4" shoring during backfill. Backfill shall be a 1 sack slurry mix.
6.  End bells are required on all conduits.
7.  Vertical bends shall be fiberglass.
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